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LIST OF STANDARD DRAWINGS

DIVISION 4 - STREETS

Freune No. FreuR¡ Nnrvr¡ Aoopno¡¡ Dnr¡ R¡solunoru No.
4-00 Typical Street Section Guide L/L1./2O2L R2021-01

4-OI Neighborhood Street Section ULLlzOzL R2021-01

4-02 Local Street Section urtl2o2L R2021-01

4-O3 Collector Street Section urLl2021. R2021-01

4-04 ArterialStreet Section 1./L7/2O2t R2021-01

4-05 Half-Width Street Section L/L1./2O2t R2021-0L

4-06 Local Street - Shared Use Path Section Ll1.u2O2L R2021-01

4-07 Collector Street - Shared Use Path Section

4-08 Reserved

L R202L-0L

4-LO Reserved

4-LL Reserved

4-I2 Alley Section

4-L3 Street Layout Guide

2L

rhLl202L
R2021_-01

R2021-0r.

4-14 Neíghborhood Cul-De-Sac L/LL/2021. R2021-01

4-15 Standard Utility Location L/L1./2O2t R2021-01_

4-L6 Typical Pavement Section 1./LLl2O2L R2021-01

4-77 Reserved

4-I8 Typical Pavement Patch LlL1./202r R2021-01_

4-t9 Cement Concrete Sidewalk 1,/1.1./2021 R2021,-0L

4-2O Cement Concrete Curbs 1./Lu2O2L R2021-01_

4-21 Cement Concrete Curb and Gutter Pan 1./1.L/2O2r R202L-O1

Cement Concrete Driveway Entrance Types
L,2,3, &4

t/tLl202L R202L-OL
4-22A

Cement Concrete Driveway Entrance Types
1,,2,3, &4

LlLt/2021. R2021-01_
4-228

4-23 ParallelCurb Ramp rhLl2021. R2021-01

4-24 Combination Curb Ramp thLl2021. R2021-0L

4-25 Perpendicular Curb Ramp L/L7/2021 R2021-0L

4-26 Single Direction Curb Ram

4-27 Detectable Warning Surface

o21
t/tr/2021.

R2021-01_

R2021-01

4-28A Light Standard

4-288 Light Standard

2T

tlLLlzOzL
R202L-OL

R2021-0L

4-29 Tree Planting Standard t/Lt/2021 R2021-0L

4-3O Street Name Sign Detail L/1.r/2O2L R2021'OL

4-31 Street Sign Post Detail 7/LLI\OZL R2021,-O1-

4-32 Monument Case and Cover T L R202L-OL



DIVISION 5 - WATER

Fre une

ño. F¡euR¡ Nan¡¡ Aoopr¡ou D¡r¡ R¡soluno¡¡ No.

5-00 GeneralWaterNotes 7/L1./2022 R2022-

5-0LA Testins lnformation Tltt/2022 R2022-

5-018 Testing lnformation 7/LL/2022 R2022-

5-O2 Water Line Trench Section 7/LL/2022 R2022-

5-034 5f8",/o" and I" Water Services 7 /tr/2022 R2022-

5-038 5f8",yo" and l-" Water Services 7/LL/2022 R2022-

5-044 L Tr" and 2" Water Services 7/tL/2022 R2022-

5-048 I Tr" and 2" Water Services 7/LL/2022 R2022-

5-05 Meter Box 7/tr/2022 R2022-

5-06 Reserved 7/LL/2022 R2022-

5-O7 Thrust Blocks 7/LL/2O22 R2022-

5-08 Fire Hydrant Assembly 7/LL/2O22 R2022-

5-09 Fire Hydrant in Cut or Fill 7/71./2022 R2022-

5-10 Relocate Fire Hydrant Assembly 7/LL/2022 R2022-

5-11 Wet Tap Connection 7/Lr/2022 R2022-

5-12 Cut in Connection 7/Lt/2O22 R2022-

5-13 6" and 8" Blow Off Assembly 7/11"/2022 R2022-

5-I4 1 lN Air and Vacuum Release Assembly 7/L1"/2022 R2022-

5-15 2 lN Air and Vacuum Release Assembly 7/Lr/2022 R2022-

5-164 Meter Vault Assembly 3" to 10" 7/1u2022 R2022-

5-168 Meter Vault Assembly 3" to L0" 7/rL/2022 R2022-

Double-Check Detector Assembly - 4" and
Larger

TlLL/2022 R2022-
5-17A

Double-Check Detector Assembly - 4" and
La rger

7/Lu2O22 R2022-
5-L7B

5-L8 Valve Box 7/rL/2022 R2022-

5-L9 Valve Box Ad ustment
5-2O Valve Extension Stem

7/rL/2022
7 /11/2022

R2022-

R2022-

5-2L Guard Post 7/tu2022 R2022-

5-22A Pressure Reducing Vault 7lLL|2O22 R2022-

5-229 Pressure Reducing Vault 7/LL/2022 R2022-

Reduced Pressure Backflow Assembly %" to
2',

7/11"/2022 R2022-
5-23

Reduced Pressure Backflow Assembly 2Yz"

and Larger

71Lu2022 R2022-
s-24

Double Check Valve Assembly 2" and
Smaller

7 /L1"/2022 R2022-
5-25

5-26 Reserved 7/L1./2022 R2022-

5-27 Reserved 7/tt/2022 R2022-

5-28 Reserved 7/tt/2022 R2022-



DESIGN STANDARD

R/W WIDTH
PAVEMENT WIDTH

LOCAL

60'
30'

COLLECTOR

60'
34'

ARTERIAL

80'
54'

HALF-WIDTH

30'
20'

FIGURE

LANE WIDTH

SIDEWALK/SHARED
USE PATH

ESTIMATED AADT @ CITY
BUILDOUT

PLANTER

ON-STREET PARKING

STREET LIGHTING TYPE

4-02 4-03 4-04 4-05

<1,200 <10,000 >8,000 <1,200

5' BOTH SIDES OR 10'
SHARED USE PATH

(FIGURE 4-06)

4' BOTH SIDES

6' BOTH SIDES OR 10'
SHARED USE PATH W/

6' SIDEWALK
(FIGURE 4-07)

4' BOTH SIDES

6' BOTH SIDES

6' BOTH SIDES 4' ONE SIDE

11' 11' 12' 10'

PEDESTRIAN PEDESTRIAN TRAFFIC/PEDESTRIAN PEDESTRIAN

8' ONE SIDE WITH
BULB-OUTS PROVIDED NONE

STANDARD SECTION GUIDE

LIGHTING REQUIREMENT

NETWORK CONNECTIVITY
PROVIDED

STREET TREE SPACING
(D)

PLANTING TYPE

POSTED SPEED

FEDERAL FUNCTIONAL
CLASSIFICATION (URBAN) LOCAL ACCESS

TREES

D=40'-50'

MAXIMUM
SPACING (S)

S=150'

TREES

D=30'-40'

MAXIMUM
SPACING (S)

S=150'

25-35 MPH20-25 MPH

MINOR & MAJOR
COLLECTOR MINOR ARTERIAL LOCAL ACCESS, MINOR

& MAJOR COLLECTORS

30-40 MPH 25 MPH

TREES & SHRUBS TREES

D=30'-35' BASED ON STREET BUILDOUT
FUNCTIONAL CLASSIFICATION

YES YES YES

UNIFORMITY RATIO = 4
VEILING RATIO = 0.4

BASED ON STREET BUILDOUT
FUNCTIONAL CLASSIFICATION

8' BOTH SIDES WITH
BULB-OUTS PROVIDED

8' BOTH SIDES WITH
BULB-OUTS PROVIDED

MIN. AVERAGE
FOOTCANDLES = 0.6

NEIGHBORHOOD

45'
24'

4-01

<300

5' ONE SIDE

4' ONE SIDE AND
10.5' ONE SIDE

12'

PEDESTRIAN

NONE

LOCAL ACCESS

TREES

D=40'-50'

MAXIMUM
SPACING (S)

S=200'

20-25 MPH

NO YES

BASED ON STREET BUILDOUT
FUNCTIONAL CLASSIFICATION

*DESIGN REQUIRED*

GENERAL NOTES:
1.WIDTHS FOR STANDARD SECTIONS SHOWN. SEE CORRESPONDING FIGURES FOR ALTERNATE WIDTHS.
2. THE CITY ENGINEER WILL DETERMINE THE APPROPRIATE FUNCTIONAL CLASSIFICATION AND TYPICAL SECTION FOR STREET DESIGN.

THE ANNUAL AVERAGE DAILY TRAFFIC (AADT) VALUES SHOWN ARE INTENDED TO HELP GUIDE IN THE DETERMINATION OF THE
APPROPRIATE FUNCTIONAL CLASSIFICATION.

3.STREETS PROVIDING NETWORK CONNECTIVITY WILL INCREASE OPTIONS FOR ROUTE OF TRAVEL, FACILITATE WALKING, BICYCLING AND
MOBILITY SCOOTERS, AND REDUCE THE DISTANCE OF TRAVEL TO REACH DESTINATIONS.

DATE FIGURE
1/11/2021

REVISION NO.
0

4-00TYPICAL STREET SECTION GUIDE



PLANTER
10.5'

24'

TRAVEL LANE
12'

TRAVEL LANE
12'

PLANTER
4'

SIDEWALK
5'

BUFFER
1.5'

2%

45' R/W

1.5%

22.5' 22.5'

2%

CROWN

CL

GENERAL NOTES:
1.SEE FIGURE 4-16 FOR TYPICAL PAVEMENT SECTION.
2.SEE FIGURE 4-15 FOR STANDARD UTILITY LOCATION.
3.ALL ROADS MUST HAVE VERTICAL CURB AND GUTTER EXCEPT AT STORMWATER LID LOCATIONS APPROVED BY THE CITY ENGINEER.
4.ALTERNATE STREET SECTION CROSS-SLOPES ARE SUBJECT TO THE CITY ENGINEERS APPROVAL.
5.SEE FIGURE 4-14 FOR STREETS ENDING IN A CUL-DE-SAC, HAMMERHEAD, OR "Y".

DATE FIGURE
1/11/2021

REVISION NO.
0

4-01NEIGHBORHOOD STREET SECTION



SIDEWALK
5'

PLANTER
4'

VARIES 30'-34'

PARKING OR
BIKE LANE

TRAVEL
LANE

TRAVEL
LANE PLANTER

4'
SIDEWALK

5'
BUFFERBUFFER

2%

R/W

1.5% 1.5%

30' 30'

2%
CROWN

A

E C B B

BIKE
LANE

D E

CL

D

GENERAL NOTES:
1.SEE FIGURE 4-16 FOR TYPICAL PAVEMENT SECTION.
2.SEE FIGURE 4-15 FOR STANDARD UTILITY LOCATION.
3.ALL ROADS MUST HAVE VERTICAL CURB AND GUTTER EXCEPT AT STORMWATER LID LOCATIONS APPROVED BY THE CITY ENGINEER.
4.WHEN PARKING IS PROVIDED, THE PARKING LANE MAY BE LOCATED ON EITHER SIDE OF THE STREET.
5.WHEN BIKE LANES ARE PROVIDED, INTERSECTIONS MUST MAINTAIN THE WIDTH OF THE BIKE LANE AT CURB RETURNS AND CURB

BULB-OUTS FOR THE CONTINUATION OF THE BIKE LANE THROUGH THE INTERSECTION.
6.ALTERNATE CROWN LOCATIONS AND CROSS-SLOPES ARE SUBJECT TO THE CITY ENGINEERS APPROVAL.

RIGHT OF WAY TRAVEL LANE PARKING BIKE LANE BUFFER
A B C D E

STANDARD SECTION
ALT BIKE LANE

60
60

(FEET)

11
11

(FEET)

8
NONE

(FEET)

NONE
6

(FEET)

2,10
4

(FEET)

DATE FIGURE
1/11/2021

REVISION NO.
0

4-02LOCAL STREET SECTION



SIDEWALK
6'

PLANTER
4'

VARIES 34'-46'

PARKING OR
BIKE LANE

TRAVEL
LANE

TRAVEL
LANE

PARKING OR
BIKE LANE

BUFFERSIDEWALK
6'

PLANTER
4'

BUFFER

R/W

1.5% 1.5%

CROWN

2%2%

CENTER
LANE

A

F B E B C D F

VARIES 30'-35' VARIES 30'-35'

C D

CL

GENERAL NOTES:
1.SEE FIGURE 4-16 FOR TYPICAL PAVEMENT SECTION.
2.SEE FIGURE 4-15 FOR STANDARD UTILITY LOCATION.
3.ALL ROADS MUST HAVE VERTICAL CURB AND GUTTER EXCEPT AT STORMWATER LID LOCATIONS APPROVED BY THE CITY ENGINEER.
4.WHEN BIKE LANES ARE PROVIDED, INTERSECTIONS MUST MAINTAIN THE WIDTH OF THE BIKE LANE AT CURB RETURNS AND CURB

BULB-OUTS FOR THE CONTINUATION OF THE BIKE LANE THROUGH THE INTERSECTION.
5.ALTERNATE CROWN LOCATIONS AND CROSS-SLOPES ARE SUBJECT TO THE CITY ENGINEERS APPROVAL.

RIGHT OF WAY TRAVEL LANE PARKING BIKE LANE BUFFER
A B C D F

STANDARD SECTION
ALT BIKE LANE

60
60

(FEET)
11
11

(FEET)
8

NONE

(FEET)
NONE

6

(FEET)
1
3

(FEET)

CENTER LANE
E

(FEET)

ALT CENTER LANE 70 11 NONE 6 212
NONE
NONE

DATE FIGURE
1/11/2021

REVISION NO.
0

4-03COLLECTOR STREET SECTION



SIDEWALK
6'

PLANTER
6'

R/W

PARKING TRAVEL
LANE

TRAVEL
LANE PARKING PLANTER

6'
SIDEWALK

6'
BUFFERBUFFER BIKE

LANE
BIKE
LANE

1.5% 1.5%

VARIES 40'-45' VARIES 40'-45'

CROWN

2%2%

VARIES 54'-64'

A

B BC CD DF F

CENTER
LANE

E

CL

GENERAL NOTES:
1.SEE FIGURE 4-16 FOR TYPICAL PAVEMENT SECTION.
2.SEE FIGURE 4-15 FOR STANDARD UTILITY LOCATION.
3.ALL ROADS MUST HAVE VERTICAL CURB AND GUTTER EXCEPT AT STORMWATER LID LOCATIONS APPROVED BY THE CITY

ENGINEER
4. INTERSECTIONS MUST MAINTAIN THE WIDTH OF THE BIKE LANE AT CURB RETURNS AND CURB BULB-OUTS FOR THE CONTINUATION

OF THE BIKE LANE THROUGH THE INTERSECTION.

RIGHT OF WAY TRAVEL LANE PARKING BIKE LANE BUFFER
A B C D F

STANDARD SECTION
ALT CENTER LANE

80
90

(FEET)

12
11

(FEET)

8
8

(FEET)

7
7

(FEET)

1
1

(FEET)

CENTER LANE
E

(FEET)

12
NONE

DATE FIGURE
1/11/2021

REVISION NO.
0

4-04ARTERIAL STREET SECTION


